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Art. 1456 

PKW-Radkreuz, faltbar 

 
WICHTIGE SICHERHEITSHINWEISE  

Achten Sie vor Verwendung darauf, dass das Radkreuz korrekt arretiert ist und nicht 
einklappen kann. 

 
 

Überprüfen Sie die Radkreuz-Steckschlüssel, den Vierkant und die Verriegelung vor 
Verwendung auf Beschädigungen wie z.B. Risse. Verwenden Sie das Radkreuz 
nicht, wenn es beschädigt ist. 

 
 

Stellen Sie sicher, dass die Radkreuz-Achse, beim Ansetzen und während dem 
Lösen oder Anziehen, parallel (nicht verkantet) zu der Schraube bzw. Mutter steht. 
Halten Sie das Radkreuz, zur Übertragung des maximalen Drehmoments, beim 
Lösen oder Anziehen an den parallel zum Rad stehenden Radkreuz-Enden. 
Überprüfen Sie mit einem Drehmomentschlüssel alle Radschrauben auf 
erforderliches Drehmoment. 

 
 

Halten Sie stets einen sicheren Stand und verwenden Sie das Radkreuz niemals 
auf rutschigem Untergrund. 

 
 

Stellen Sie sicher, dass der Entriegelungsknopf während der Verwendung nicht aus 
Versehen oder durch einen anderen widrigen Umstand ausgelöst wird.  
Achtung: Bei Nichtbeachtung besteht Einklemmgefahr für Hand und Finger. 

 
 

Tragen Sie bei Verwendung des Radkreuzes immer Schutzhandschuhe. 

 
 

17 mm 
6-kant 

Entriegelungsknopf 

 

19 mm 
6-kant 

21 mm 
6-kant 

12,5 (1/2) 

4-kant 
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Art. 1456 

Four-Way Wheel Wrench for cars, foldable 

 
IMPORTANT SAFETY INSTRUCTIONS  

Before use, make sure the wheel wrench is correctly locked and cannot fold. 

 
 

Before use, check the wheel wrench keys, the square and the locking mechanism for 
any damage, such as cracks. Do not use the wheel wrench if it is damaged. 

 
 

When positioning the wheel wrench axle and during loosening or tightening, ensure it 
is parallel (not tilted) to the bolt or nut. To transmit maximum torque during loosening 
or tightening, hold the wheel wrench at the wheel wrench ends that are parallel to the 
wheel. Check all wheel bolts for the required torque by means of a torque wrench.  

 

Always maintain a secure footing and never use the wheel wrench on slippery 
surfaces. 

 
 

Make sure the unlocking button is not released by mistake or other adverse 
circumstance during use.  
Caution: Failure to observe this instruction may lead to trapping of the hand and 
fingers.  

 

Always wear protective gloves during loosening or tightening. 

 
 

17 mm 
6-pt 

Unlocking button 

19 mm 
6-pt. 

21 mm 
6-pt. 

12,5 (1/2) 

4-pt. 


